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Applicable place: Shopping malls, airport, subway, bus station and other places of single-side light box.

Application:

Installation method: M3 screws to fix 

Installation:

Product Features:
•	 light source use 2835 SMD LEDs 

•	 Slim light box, good protective effect. 

•	 CE/RoHS certificates

•	 4-10cm thickness light box

•	 Display back light source for indoor or outdoor

•	 Used as lighting source for irregular shape light

•	 Indoor and outdoor decorative lighting for wall, 
ceiling, floor, glass building, etc

Application:

Tira de LED

Tira de LED

Tira conectora

3years or 20000 hours

Warranty:

Electric Parameters:
Size 1136X18X7 mm 994X18X7 mm 852X18X7 mm 710X18X7 mm 568X18X7 mm 497X18X7 mm

LED qty 16 leds 14 leds 12 leds 10 leds 8 leds 7 leds

Lumen 1600 Lm 1400 Lm 1200 Lm 1000 Lm 800 Lm 700 Lm

Power 16W 14W 12W 10W 8W 7W

LED type 1W 2835

Distance between leds 72 mm

Life span More than 50000 hours

Working Voltage 12V

Working Mode Constant voltage Drive

Beam Angle 170°

IP Grade IP33

Remark:
1.	 Test environment temperature is 25±20C
2.	 The above data are typical values, the actual data of the product may be different from the typical data. Data is subject to change without prior notice. 
3.	 The modules are high-power products, can not use double-side power supply method.


